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47 CFR Ch. I (10–1–04 Edition) § 80.325 

§ 80.325 Control of distress traffic. 
(a) Distress traffic consists of all 

messages relating to the immediate as-
sistance required by the mobile station 
in distress. In distress traffic, the dis-
tress signal must be sent before the 
call and at the beginning of the pre-
amble of any radiotelegram. 

(b) The control of distress traffic is 
the responsibility of the mobile station 
in distress or of the station which has 
sent the distress message. These sta-
tions may delegate the control of the 
distress traffic to another station. 

(c) The station in distress or the sta-
tion in control of distress traffic may 
impose silence either on all stations of 
the mobile service in the area or on 
any station which interferes with the 
distress traffic. It must address these 
instructions ‘‘to all stations’’ or to one 
station only, according to cir-
cumstances. In either case, it must use 
one of the following signals which are 
reserved for use by the mobile station 
in distress and for the station control-
ling distress traffic: 

(1) In radiotelegraphy, the abbrevia-
tion QRT, followed by the distress sig-
nal SOS. 

(2) In radiotelephony, the signal 
SEELONCE MAYDAY. 

(d) If essential, any station of the 
mobile service near the ship, aircraft, 
or other vehicle in distress may also 
impose silence. It must use for this 
purpose: 

(1) In radiotelegraphy, the abbrevia-
tion QRT, followed by the word DIS-
TRESS and its own call sign; 

(2) In radiotelephony, the word 
SEELONCE, followed by the word DIS-
TRESS and its own call sign or other 
identification. 

§ 80.326 Notification of resumption of 
normal working. 

(a) When distress traffic has ceased, 
or when complete silence is no longer 
necessary on a frequency which has 
been used for distress traffic, the sta-
tion which has controlled this traffic 
must transmit on that frequency a 
message addressed ‘‘to all stations’’ in-
dicating that normal working may be 
resumed. 

(1) In radiotelegraphy, this message 
consists of: 

(i) The distress signal SOS; 

(ii) The call ‘‘to all stations’’ (CQ), 
sent three times; 

(iii) The word DE; 
(iv) The call sign of the station send-

ing the message; 
(v) The time of handing in the mes-

sage; 
(vi) The name and call sign of the 

mobile station which was in distress; 
(vii) The service abbreviation QUM. 
(2) In radiotelephony, this message 

consists of: 
(i) The distress signal MAYDAY; 
(ii) The call ‘‘Hello all stations’’, spo-

ken three times; 
(iii) The words THIS IS; 
(iv) The call sign or other identifica-

tion of the station sending the mes-
sage; 

(v) The time of handing in of the 
message; 

(vi) The name and call sign of the 
mobile station which was in distress; 

(vii) The words SEELONCE FEENEE 
OR PRU-DONCE. 

(b) Until they receive the foregoing 
message indicating that normal or lim-
ited working may be resumed, all sta-
tions which are aware of the distress 
traffic, and which are not taking part 
in it, are forbidden to transmit on the 
frequencies on which the distress traf-
fic is taking place. 

§ 80.327 Urgency signals. 

(a) The urgency signal indicates that 
the calling station has a very urgent 
message to transmit concerning the 
safety of a ship, aircraft, or other vehi-
cle, or the safety of a person. The ur-
gency signal must be sent only on the 
authority of the master or person re-
sponsible for the mobile station. 

(b) In radiotelegraphy, the urgency 
signal consists of three repetitions of 
the group XXX, sent with the indi-
vidual letters of each group, and the 
successive groups clearly separated 
from each other. It must be trans-
mitted before the call. 

(c) In radiotelephony, the urgency 
signal consists of three oral repetitions 
of the group of words PAN PAN trans-
mitted before the call. 

(d) The urgency signal has priority 
over all other communications except 
distress. All mobile and land stations 
which hear it must not interfere with 

VerDate Aug<04>2004 14:00 Dec 13, 2004 Jkt 203197 PO 00000 Frm 00074 Fmt 8010 Sfmt 8010 Y:\SGML\203197T.XXX 203197T


